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Installation

Get Installation File

Download setup program form Advantech official website

1% EKl 6333AC Co nfiguration_Utility_v3.04_20220616.exe

Installation

Double click installation file » and follow the wizard to install EKI Device Configuration Utility

1 Advantech EKI-6333AC Configuration Utility Setup - *

Welcome to the Advantech EKI-6333AC Configuration Utility 5etup Wizard

Nullsoft Install System vZ2.46 Mext > Cancel

Press | Agree the LICENSE AGREEMENT to continue or Cancel to stop the installation.

1 Advantech EKI-6333AC Configuration Utility Setup - *

se termes before instaling Advantech EKI nfiguration Utility.

wn to see the rest of the agreement.

ADVANTECH AUTOMATION CORPORATION

LICEMSE AGREEMENT

O SHOULD CAREFULLY READ THE FOLLOWING TERMS AND CONDITIONS!
COpening and using the endozed software for any purpose indicates your
acceptance of the terms and conditions of this License Agreement. If you

do not agree with the terms and conditions of this license agreement you
should return all software, documentation and copy protection keys for a
refund. Restocking fees may apply. Advantech Automation Corporation provides
this program and licenses, for its use in the United States, Puerto Rico,

or internationally. You assume the responsibility for the selection of the
program to achieve your intended results, and for the installation, use and
results obtained from this program.

LICEMSE
Grant of License

‘fou are granted a personal license to use this program under the terms
stated in this Agreement. You may:
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Waiting for finishing installation, and click Finish to conclude the process and exit.
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onfiguration Utility is being installed.
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Completing the Advantech EKI-6333AC Configuration Utility 5etup Wizard

Advantech EKI nfiguration Utility has been installed on your computer.

Click Finish to dose th

Nullsoft Install System vZ.46 Einish Cancel

Discover Device

Starting the Configuration Utility

User could open the Configuration Utility from Window Start Menu by clicking Start > EKI Device
Configuration Utility > Advantech EKI Device Configuration Utility. The Configuration Utility displays

as shown in the following figure.
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Port [ Tupe [ 1P Address | Subnet Mask | Default Gateway |
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No Item Description
1 Menu Bar Display File, View, Management and Help.
2 Quick Tool Bar Useful management functions shortcuts.
3 Device List Area Available devices are listed in this area.
4 Information Panel Click on the devices or move cursor to the devices, the
related information is shown in this area.
5 Status Bar Displays the current time and message.
6 Configuration Area Click on the item on the Device List Area, the configuration

page displays.

Auto Searching

Configuration Utility will search all the supported devices on the network automatically, and shown

them on the Device List Area of the utility.
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Device Basic Information



Select device from EKI Device tree view, the Configuration Area shows the summary of Basic

Information included device type, version and name, and Ethernet Information.
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Ethermet Information
Port | Type | 1P Address | Subnet Mask | Default Gateway |
LAN Interfa.. DHCP 4 Auto-IP 172.16.12.169 255.255.254.0 172.16.13.254

Device Configuration

Basic Configuration

Expand the device node and select LAN Interface, basic configuration page will be shown.
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Network Mode |DHCP ﬂ

Addres |1?2.16.12.169

Subnet Mask |255_255.254.u

Default Gateway |1?2.16.13.254

This page provides Device Name and basic IP configuration setting.

Change Device Display Name
Modify the Device Name could change the device display name. This feature only for Configuration

Utility v3.4.0.3 (or later) and FW v1.0.4 (or later).



1% Advantech EKI-6333AC Configuration Utility v3.04
File View Management Help

i <| @)

= EKI Device Basic l
El-=F Wireless AP Client (3)
B . BKI63334C-2G M

- | ERT-6323AC-2G-46545C MAC Address |74 FEABABBATA
| EKI63334C-26 Newllame | o —— | Device Name [EKT-63334C-20-Newlame I
g LAN [nterface 16.12.169)
Hetwork Mode |DHCP ﬂ

Address |1?2.15.12.159

Bubnet Mask |255.255.254 a

Diefault Gateway |1?2.15.13.254

Apply New Setting
User needs to click the Apply button to apply the changing to device. And then, device will reboot to

using new setting automatically.

Launch Browser

Accessing the Web Page via Configuration Utility
In Basic tab page, the Launch Browser button could access the web page via default browser. Note

that, the host IP address and device IP address have to be in the same subnet.
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In web-utility, user could configure the whole features for device.
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E System Info -~
ARP Table
Information Name Information Value
& Interface
Firmware Version 126
@ Networking
Local Hostname Advantech
rd
€ YavEgzuEr System Time Sun May 29 05:00:22 2022
# Tools System Up Time 2 day 16 hr 43 min 40 sec
Model Name Advantech EKI-6333AC-2G
Serial Number IAC2508198
E LAN Interface A
Information Name Information Value
LAN Status @ Address: 172.16.12.169

Netmask: 255.255.254.0

RX: 1.15 GB (13462903 Pkis.)

TX: 137.93 MB (1013221 Pkts.)
MAC-Address: 74:FE.48:4B:8A.04

Wireless - 2. 4GHz il Mode: Access Point | $SID: EKI-6333AC-2G-2.4G
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Basic Function
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Refresh Data

IP Address Subnet Mask | Default Gateway |

| 1721612169 255.255.2540 172.16.13.254

Restore to Factory Default Settings
Reset Password

Reset Device

Update Firmware

Refresh Data

Refresh all information of the selected device.

Restore to Factory Default Settings

The configuration utility provides the function to restore the device to factory default settings. The
confirm message will display after clicking Restore to Factory Default Settings. If you really want to restore
the device to factory default settings, please click Yes button to continue. Power off the device within 60
seconds. After reconnecting the power, all settings will be reset to the factory default. If the power supply

remains connected for more than 60 seconds, the settings of the device will not be changed.

Reset Password

Reset the password to default password (admin).

Reset Device

The Reset Device is available to allow you to reset the device.

Update Firmware

Update firmware with local image binary file. Please access Advantech’s website:
http://www.advantech.com to download the latest version of the firmware. Before updating the firmware,
make sure that your host’s Network domain is as same as the device or the host can establish the TCP
connection to the device.

Select the firmware file you want to update. Waiting for finishing update firmware and click OK
button.



Firmware Update

Device Type: EKI-02334C-2G

Device Name: EKI-63330C-2G-New Name
TP Address: 172.16.12.169

Drewvice Version:1.0.4

I

Tpdate complete

0K

Device has to take few minutes to reboot and apply new firmware file.



